
Junction
FACT SHEET 

In the past tapestries were used as a way of recording the history, lives and heritage of past generations. Our 
Junction pattern combines horizontal and vertical lines over a pearlized file ground creating the look of a 
woven or a new generation of tapestry for today.

US UNITS 

35 oz. PLY
22.4 oz. PSY

52 in.

METRIC UNITS 
992 g PLM       
635 g PSM

132 cm.

Total Weight

Roll Width

Backing

Federal Spec. 

WA Spec.

ASTM F-793 

Fire Testing

Indoor Air Quality 

Repeat Vertical  
Horizontal 
Nominal Information 
Match Information 

1   When applied to GRC board with A-848-B adhesive  

Available in 8 Colorways
JUN1-10 Origin
JUN1-35 Pedigree
JUN1-30 Generation
JUN1-48 Journey
JUN1-22 Heir
JUN1-36 Kin
JUN1-29 Heritage
JUN1-77 Progeny

E222-98 Smoke
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Woven 

CCC-W-408D, Type III

WA-101, Type III

Category V, Type III
ASTM E-84, CAN S102M Tunnel Test1

 Class A Rating
NFPA 286 - Meets 2006 IBC Section 803.2.1  

California 01350 – Meets emission requirements for schools and offices 

N/A 
N/A 
52 in.
Random Match, Non-Reverse Hang


